Abstract: LiV 3 O 8 /polytriphenylamine composites are synthesized by a chemical oxidative polymerization process and applied as cathode materials for rechargeable lithium batteries (RLB). The structure, morphology, and electrochemical performances of the composites are characterized by X-ray diffraction, scanning electron microscopy, transmission electron microscopy, galvanostatic discharge/charge tests, and electrochemical impedance spectroscopy. It was found that the polytriphenylamine particles were composited with LiV 3 O 8 nanorods which acted as a protective barrier against the side reaction of LiV 3 O 8 , as well as a conductive network to reduce the reaction resistance among the LiV 3 O 8 particles. Among the LiV 3 O 8 /polytriphenylamine composites, the 17 wt % LVO/PTPAn composite showed the largest d 100 spacing. The electrochemical results showed that the 17 wt % LVO/PTPAn composite maintained a discharge capacity of 271 mAh·g −1 at a current density of 60 mA·g −1 , as well as maintaining 236 mAh·g −1 at 240 mA·g −1 after 50 cycles, while the bare LiV 3 O 8 sample retained only 169 and 148 mAh·g −1 , respectively. Electrochemical impedance spectra (EIS) results implied that the 17 wt % LVO/PTPAn composite demonstrated a decreased charge transfer resistance and increased Li + ion diffusion ability, therefore manifesting better rate capability and cycling performance compared to the bare LiV 3 O 8 sample.
. Thermogravimetric analysis (TGA) curves of polytriphenylamine (PTPAn) powder, the bare lithium trivanadate (LVO) sample, and LVO/PTPAn composites.
XRD patterns of the bare LVO sample and LVO/PTPAn composites are shown in Figure 2 . The bare LVO sample showed good crystal structure, and was a potential monoclinic crystalline LVO phase (JCPDS 72-1193, space group: P21/m) [34, 35] , and there was a redundant peak assigned to Li0.3V2O5, which can be usually be observed in the LVO [36] [37] [38] . The LVO/PTPAn composites could also be ascribed to the LVO structure, while the PTPAn phase was not observed, which may be attributed to the amorphous structure of the polymer. Importantly, the 17 wt % LVO/PTPAn composite showed the weakest X-ray diffraction peak intensity, which suggests that this composite had lower crystallization levels [18, 39] . There was a slight shift of the (100) diffraction peak in contrast to the normative patterns of LVO, signifying that PTPAn may be intercalated into the interlayer of LVO crystals during the synthesis process, according to previous reported works [40, 41] . Using the Bragg equation of 2d100sinθ100 = nλ, the lattice plane spacing (d100) of the crystal was calculated and recorded in Table 1 . As shown in Table 1 , the d100 spacing first increased, and then subsequently decreased. A maximum d100 spacing of 6.5727 Å was reached for the 17 wt % LVO/PTPAn composite. It is well known that a larger d100 spacing facilitates Li + ions mobility and distribution in the framework of electroactive host material, which suggests that the 17 wt % LVO/PTPAn composite may demonstrate the excellent electrochemical performances. XRD patterns of the bare LVO sample and LVO/PTPAn composites are shown in Figure 2 . The bare LVO sample showed good crystal structure, and was a potential monoclinic crystalline LVO phase (JCPDS 72-1193, space group: P21/m) [34, 35] , and there was a redundant peak assigned to Li 0.3 V 2 O 5 , which can be usually be observed in the LVO [36] [37] [38] . The LVO/PTPAn composites could also be ascribed to the LVO structure, while the PTPAn phase was not observed, which may be attributed to the amorphous structure of the polymer. Importantly, the 17 wt % LVO/PTPAn composite showed the weakest X-ray diffraction peak intensity, which suggests that this composite had lower crystallization levels [18, 39] . There was a slight shift of the (100) diffraction peak in contrast to the normative patterns of LVO, signifying that PTPAn may be intercalated into the interlayer of LVO crystals during the synthesis process, according to previous reported works [40, 41] . Using the Bragg equation of 2d 100 sinθ 100 = nλ, the lattice plane spacing (d 100 ) of the crystal was calculated and recorded in Table 1 . As shown in Table 1 , the d 100 spacing first increased, and then subsequently decreased. A maximum d 100 spacing of 6.5727 Å was reached for the 17 wt % LVO/PTPAn composite. It is well known that a larger d 100 spacing facilitates Li + ions mobility and distribution in the framework of electroactive host material, which suggests that the 17 wt % LVO/PTPAn composite may demonstrate the excellent electrochemical performances. The FT-IR spectra of the bare LVO sample, PTPAn polymer and 17 wt % LVO/PTPAn composite are displayed in Figure 3 . The FT-IR spectrum of the bare LVO sample showed three strong infrared absorption characteristic peaks at 957, 746, and 598 cm −1 , which are characteristic of the V=O, the symmetric V-O-V, and the asymmetric V-O-V stretching vibrations, respectively [42] [43] [44] . Moreover, the FT-IR spectrum of the 17 wt % LVO/PTPAn composite showed new absorption bands at 1592, 1489, 1319, and 1276 cm −1 , which are attributed to C=C stretching due to the quinoid structures formed, C-C stretching, C-H bending, and C-H out-of-plane vibrations of the PTPAn [32] . The IR features implied that the LVO/PTPAn composite was successfully formed in this study. The SEM and TEM micrographs of the bare LVO sample, PTPAn polymer, and the 17 wt % LVO/PTPAn composite are shown in Figure 4 . The bare LVO sample showed a rough surface which exists in the shape of nanorods with diameters of 100-200 nm, and the PTPAn appeared flaky with a coralloid surface, while the 17 wt % LVO/PTPAn composite showed a smooth surface, and the diameters of nanorods increased to around 200-300 nm, which indicated that the surface of LVO is coated by the PTPAn. The TEM image revealed that the surfaces of the LVO nanorods were The FT-IR spectra of the bare LVO sample, PTPAn polymer and 17 wt % LVO/PTPAn composite are displayed in Figure 3 . The FT-IR spectrum of the bare LVO sample showed three strong infrared absorption characteristic peaks at 957, 746, and 598 cm −1 , which are characteristic of the V=O, the symmetric V-O-V, and the asymmetric V-O-V stretching vibrations, respectively [42] [43] [44] . Moreover, the FT-IR spectrum of the 17 wt % LVO/PTPAn composite showed new absorption bands at 1592, 1489, 1319, and 1276 cm −1 , which are attributed to C=C stretching due to the quinoid structures formed, C-C stretching, C-H bending, and C-H out-of-plane vibrations of the PTPAn [32] . The IR features implied that the LVO/PTPAn composite was successfully formed in this study. The FT-IR spectra of the bare LVO sample, PTPAn polymer and 17 wt % LVO/PTPAn composite are displayed in Figure 3 . The FT-IR spectrum of the bare LVO sample showed three strong infrared absorption characteristic peaks at 957, 746, and 598 cm −1 , which are characteristic of the V=O, the symmetric V-O-V, and the asymmetric V-O-V stretching vibrations, respectively [42] [43] [44] . Moreover, the FT-IR spectrum of the 17 wt % LVO/PTPAn composite showed new absorption bands at 1592, 1489, 1319, and 1276 cm −1 , which are attributed to C=C stretching due to the quinoid structures formed, C-C stretching, C-H bending, and C-H out-of-plane vibrations of the PTPAn [32] . The IR features implied that the LVO/PTPAn composite was successfully formed in this study. The SEM and TEM micrographs of the bare LVO sample, PTPAn polymer, and the 17 wt % LVO/PTPAn composite are shown in Figure 4 . The bare LVO sample showed a rough surface which exists in the shape of nanorods with diameters of 100-200 nm, and the PTPAn appeared flaky with a coralloid surface, while the 17 wt % LVO/PTPAn composite showed a smooth surface, and the diameters of nanorods increased to around 200-300 nm, which indicated that the surface of LVO is coated by the PTPAn. The TEM image revealed that the surfaces of the LVO nanorods were The SEM and TEM micrographs of the bare LVO sample, PTPAn polymer, and the 17 wt % LVO/PTPAn composite are shown in Figure 4 . The bare LVO sample showed a rough surface which exists in the shape of nanorods with diameters of 100-200 nm, and the PTPAn appeared flaky with a coralloid surface, while the 17 wt % LVO/PTPAn composite showed a smooth surface, and the diameters of nanorods increased to around 200-300 nm, which indicated that the surface of LVO is coated by the PTPAn. The TEM image revealed that the surfaces of the LVO nanorods were coated with PTPAn. The high-resolution TEM image (Figure 4e ) of a selected nanofiber showed clear crystal lattices with a d-spacing of 0.659 nm, agreeing with the interplanar distance of the (100) plane of the LVO, which coincides with the XRD results shown in Table 1 . The charge-discharge behaviors for the initial cycle of the bare LVO sample and LVO/PTPAn composites between 1.8 and 4.0 V (vs. Li + /Li) at the current density of 60 mA·g −1 are presented in Figure 5a . The bare LVO sample showed several plateaus during the discharge/charge process, with a discharge capacity of 286 mAh·g −1 . However, the LVO/PTPAn composites showed more noticeable plateaus and a reversible capacity of 260 mAh·g −1 for the 14 wt % LVO/PTPAn composite, 267 mAh·g −1 for the 17 wt % LVO/PTPAn composite, and 198 mAh·g −1 for the 33 wt % LVO/PTPAn composite. It is noteworthy that the bare LVO showed the highest initial discharge capacity, however, the 17 wt % LVO/PTPAn composite showed symmetrical charge and discharge potential plateaus, indicating a lower electrochemical polarization. The results also showed that the specific discharge capacities of the LVO/PTPAn composites increased first and then decreased with increased PTPAn content in the composites, because the 17 wt % LVO/PTPAn composite showed the largest d100 spacing listed in Table 1 . Three discharge plateaus were seen at about 2.82, 2.55, and 2.24 V in the discharge curve of the 17 wt % LVO/PTPAn composite. The first plateau of discharge curves at about 2.82 V agreed with the Li + ion insertion in the tetrahedral sites. The second plateau of discharge curves at around 2.55 V was attributed to the phase transformation of LiV3O8 to Li4V3O8 [36, 45, 46] , and the last plateau at around 2.24 V represented single-phase transition of the Li4V3O8 [47, 48] .
Figure 5b displays the cycling performance of the bare LVO sample, PTPAn polymer and LVO/PTPAn composites at the current rate of 60 mA·g −1 . The discharge capacities of the 14 wt % LVO/PTPAn, 17 wt % LVO/PTPAn, and 33 wt % LVO/PTPAn composites increased to 278, 293 and 227 mAh·g −1 at the second cycle, then became steady and remained as high as 208, 242, and 202 mAh·g −1 at the 100th cycle. The first discharge capacities of the LVO/PTPAn composites were below the succeeding cycles, which could be attributed to the activation of PTPAn during the initial charge-discharge process. However, the first discharge capacity of the bare LVO sample was 286 mAh·g −1 , this decreased sharply in the successive cycles and dropped to 169 mAh·g −1 after 50 cycles. It was observed that the 17 wt % LVO/PTPAn composite showed the best electrochemical The charge-discharge behaviors for the initial cycle of the bare LVO sample and LVO/PTPAn composites between 1.8 and 4.0 V (vs. Li + /Li) at the current density of 60 mA·g −1 are presented in Figure 5a . The bare LVO sample showed several plateaus during the discharge/charge process, with a discharge capacity of 286 mAh·g −1 . However, the LVO/PTPAn composites showed more noticeable plateaus and a reversible capacity of 260 mAh·g −1 for the 14 wt % LVO/PTPAn composite, 267 mAh·g −1 for the 17 wt % LVO/PTPAn composite, and 198 mAh·g −1 for the 33 wt % LVO/PTPAn composite. It is noteworthy that the bare LVO showed the highest initial discharge capacity, however, the 17 wt % LVO/PTPAn composite showed symmetrical charge and discharge potential plateaus, indicating a lower electrochemical polarization. The results also showed that the specific discharge capacities of the LVO/PTPAn composites increased first and then decreased with increased PTPAn content in the composites, because the 17 wt % LVO/PTPAn composite showed the largest d 100 spacing listed in Table 1 . Three discharge plateaus were seen at about 2.82, 2.55, and 2.24 V in the discharge curve of the 17 wt % LVO/PTPAn composite. The first plateau of discharge curves at about 2.82 V agreed with the Li + ion insertion in the tetrahedral sites. The second plateau of discharge curves at around 2.55 V was attributed to the phase transformation of LiV 3 O 8 to Li 4 V 3 O 8 [36, 45, 46] , and the last plateau at around 2.24 V represented single-phase transition of the Li 4 V 3 O 8 [47, 48] .
Figure 5b displays the cycling performance of the bare LVO sample, PTPAn polymer and LVO/PTPAn composites at the current rate of 60 mA·g −1 . The discharge capacities of the 14 wt % LVO/PTPAn, 17 wt % LVO/PTPAn, and 33 wt % LVO/PTPAn composites increased to 278, 293 and 227 mAh·g −1 at the second cycle, then became steady and remained as high as 208, 242, and 202 mAh·g −1 at the 100th cycle. The first discharge capacities of the LVO/PTPAn composites were below the succeeding cycles, which could be attributed to the activation of PTPAn during the initial charge-discharge process. However, the first discharge capacity of the bare LVO sample was 286 mAh·g −1 , this decreased sharply in the successive cycles and dropped to 169 mAh·g −1 after 50 cycles. It was observed that the 17 wt % LVO/PTPAn composite showed the best electrochemical performance, which was attributed to the protection given by the additional polymer layer on the LVO sample, this would decrease harmful side reactions between LVO particles and electrolytes, and the dissolved LVO.
The cycling performances of the bare LVO sample and the 17 wt % LVO/PTPAn composite at the different current rates are shown in Figure 5c ,d. The bare LVO sample supplied initial discharge capacities of 286, 263, 199, and 201 mAh·g −1 at the current rates of 60, 120, 180 and 240 mA·g −1 respectively, and remained at 169, 158, 156 and 148 mAh·g −1 (59.1%, 60%, 78%, and 74% of the first capacity) at the 50th cycle, respectively. On the other hand, the 17 wt % LVO/PTPAn composite provided initial capacities of 275, 222, 223 and 247 mAh·g −1 at the same current rates, and kept 271, 244, 218, and 236 mA·hg −1 (98.5%, 110%, 97.8%, and 95.5% of the first capacity) at the 50th cycle, respectively. This data showed that the 17 wt % LVO/PTPAn composite has a favorable rate performance and structural stability, even if operated at a high current rate, and can act as a high-performance cathode material for RLB. performance, which was attributed to the protection given by the additional polymer layer on the LVO sample, this would decrease harmful side reactions between LVO particles and electrolytes, and the dissolved LVO. The cycling performances of the bare LVO sample and the 17 wt % LVO/PTPAn composite at the different current rates are shown in Figure 5c ,d. The bare LVO sample supplied initial discharge capacities of 286, 263, 199, and 201 mAh·g −1 at the current rates of 60, 120, 180 and 240 mA·g −1 respectively, and remained at 169, 158, 156 and 148 mAh·g −1 (59.1%, 60%, 78%, and 74% of the first capacity) at the 50th cycle, respectively. On the other hand, the 17 wt % LVO/PTPAn composite provided initial capacities of 275, 222, 223 and 247 mAh·g −1 at the same current rates, and kept 271, 244, 218, and 236 mA·hg −1 (98.5%, 110%, 97.8%, and 95.5% of the first capacity) at the 50th cycle, respectively. This data showed that the 17 wt % LVO/PTPAn composite has a favorable rate performance and structural stability, even if operated at a high current rate, and can act as a high-performance cathode material for RLB. As part of the evaluation of the electrochemical performance of the 17 wt % LVO/PTPAn composite, the symmetric stepped rate capability at the various current rates are given in Figure 6 . When the current was increased from 30 mA·g −1 to 120 mA·g −1 , the 17 wt % LVO/PTPAn composite still provided a capacity of around 263 mAh·g −1 . Even with a higher current rate of 240 mA·g −1 , the 17 wt % LVO/PTPAn composite remained at a capacity of 244 mAh·g −1 . Additionally, the rate capability of the 17 wt % LVO/PTPAn composite was much better than the bare LVO sample. Even after 60 cycles, the current rates were restored to 30 mA·g −1 . The 17 wt % LVO/PTPAn composite was able to recover to near-primary capacity, showing excellent cycling stability. As stated above, we found that 17 wt % LVO/PTPAn composite exhibited better cycling stability and rate capability, which may be explained by the following: First, in comparison with the bare LVO and other LVO/PTPAn composites, 17 wt % LVO/PTPAn composite has the largest d100-spacing, promoting quicker movement of Li + ions in the host material. Second, PTPAn coating on the surface of LVO may restrain the dissolution of LVO to improve the cycle stability of the LVO. Third, PTPAn composited with LVO may enhance the electrical conductivity of the LVO. As part of the evaluation of the electrochemical performance of the 17 wt % LVO/PTPAn composite, the symmetric stepped rate capability at the various current rates are given in Figure 6 . When the current was increased from 30 mA·g −1 to 120 mA·g −1 , the 17 wt % LVO/PTPAn composite still provided a capacity of around 263 mAh·g −1 . Even with a higher current rate of 240 mA·g −1 , the 17 wt % LVO/PTPAn composite remained at a capacity of 244 mAh·g −1 . Additionally, the rate capability of the 17 wt % LVO/PTPAn composite was much better than the bare LVO sample. Even after 60 cycles, the current rates were restored to 30 mA·g −1 . The 17 wt % LVO/PTPAn composite was able to recover to near-primary capacity, showing excellent cycling stability. As stated above, we found that 17 wt % LVO/PTPAn composite exhibited better cycling stability and rate capability, which may be explained by the following: First, in comparison with the bare LVO and other LVO/PTPAn composites, 17 wt % LVO/PTPAn composite has the largest d 100 -spacing, promoting quicker movement of Li + ions in the host material. Second, PTPAn coating on the surface of LVO may restrain the dissolution of LVO to improve the cycle stability of the LVO. Third, PTPAn composited with LVO may enhance the electrical conductivity of the LVO. The CV features of the 17 wt % LVO/PTPAn composite at various scan rates are shown in Figure 7a . As depicted from CV, the height and area of the redox peaks increased with increasing of the scan rate, indicating that the redox process of LVO/PTPAn composite is diffusion-limited in the intercalation/deintercalation processes of Li + ions. The CV of the bare LVO and 17 wt % LVO/PTPAn composite at the second cycle is shown in Figure 7b . Four anodic peaks at 3.71, 3.34, 2.93, and 2.46 V and five cathodic peaks at 2.1, 2.51, 2.68, 2.76, and 3.61 V were observed for the bare LVO sample, which were attributed to the Li + ion insertion/extraction reactions and the phase transformation in Figure 5a . However, only one main broad oxidation peak at 2.82 V and two reduction peaks at 2.47 and 2.76 V were discovered after introduction of PTPAn in the LVO sample. CV results demonstrated that the amount of phase transitions undergone during Li + ions intercalation/deintercalation for LVO/PTPAn composite was decreased, and accordingly, the electrochemical reaction become more reversible due to the suppressed phase transition, thus improving the electrochemical performances of LVO/PTPAn composite. In order to further prove the structural stability of 17 wt % LVO/PTPAn composite, the differential capacity curves on the 10th, 50th, and 90th cycle were compared (Figure 7c ). It was observed that the differential capacity curves maintained similar shapes and consistent redox peak positions at different cycles, demonstrating a stable structure for the composite. The CV features of the 17 wt % LVO/PTPAn composite at various scan rates are shown in Figure 7a . As depicted from CV, the height and area of the redox peaks increased with increasing of the scan rate, indicating that the redox process of LVO/PTPAn composite is diffusion-limited in the intercalation/deintercalation processes of Li + ions. The CV of the bare LVO and 17 wt % LVO/PTPAn composite at the second cycle is shown in Figure 7b . Four anodic peaks at 3.71, 3.34, 2.93, and 2.46 V and five cathodic peaks at 2.1, 2.51, 2.68, 2.76, and 3.61 V were observed for the bare LVO sample, which were attributed to the Li + ion insertion/extraction reactions and the phase transformation in Figure 5a . However, only one main broad oxidation peak at 2.82 V and two reduction peaks at 2.47 and 2.76 V were discovered after introduction of PTPAn in the LVO sample. CV results demonstrated that the amount of phase transitions undergone during Li + ions intercalation/deintercalation for LVO/PTPAn composite was decreased, and accordingly, the electrochemical reaction become more reversible due to the suppressed phase transition, thus improving the electrochemical performances of LVO/PTPAn composite. In order to further prove the structural stability of 17 wt % LVO/PTPAn composite, the differential capacity curves on the 10th, 50th, and 90th cycle were compared (Figure 7c ). It was observed that the differential capacity curves maintained similar shapes and consistent redox peak positions at different cycles, demonstrating a stable structure for the composite. The CV features of the 17 wt % LVO/PTPAn composite at various scan rates are shown in Figure 7a . As depicted from CV, the height and area of the redox peaks increased with increasing of the scan rate, indicating that the redox process of LVO/PTPAn composite is diffusion-limited in the intercalation/deintercalation processes of Li + ions. The CV of the bare LVO and 17 wt % LVO/PTPAn composite at the second cycle is shown in Figure 7b . Four anodic peaks at 3.71, 3.34, 2.93, and 2.46 V and five cathodic peaks at 2.1, 2.51, 2.68, 2.76, and 3.61 V were observed for the bare LVO sample, which were attributed to the Li + ion insertion/extraction reactions and the phase transformation in Figure 5a . However, only one main broad oxidation peak at 2.82 V and two reduction peaks at 2.47 and 2.76 V were discovered after introduction of PTPAn in the LVO sample. CV results demonstrated that the amount of phase transitions undergone during Li + ions intercalation/deintercalation for LVO/PTPAn composite was decreased, and accordingly, the electrochemical reaction become more reversible due to the suppressed phase transition, thus improving the electrochemical performances of LVO/PTPAn composite. In order to further prove the structural stability of 17 wt % LVO/PTPAn composite, the differential capacity curves on the 10th, 50th, and 90th cycle were compared (Figure 7c ). It was observed that the differential capacity curves maintained similar shapes and consistent redox peak positions at different cycles, demonstrating a stable structure for the composite. To better understand the reasons for the electrochemical performance of the 17 wt % LVO/PTPAn composite, EIS of the bare LVO sample and the 17 wt % LVO/PTPAn composite were measured and compared for electrochemical resistance, with the results shown in Figure 8 . The EIS showed a semicircle in the high frequency region, and a slop line at the low frequency, which were ascribed to the charge-transfer resistance (Rct) and the Li + diffusion resistance in the electrodes (Zw), respectively (Figure 8a ). The fitting Rct of the 17 wt % LVO/PTPAn composite was 425 Ω, which was much less than the LVO sample (767 Ω). It was evident that the PTPAn coating provided both an electronic and Li + ion pathway among the LVO particles, which significantly improved the charge and ionic transfer, consequently elevating the electrochemical performance of LVO sample. Figure  8b shows the line of fit for Zre vs. ω −1/2 , from which the slope (σω, Ω·s −1/2 ) could be attained, and the diffusion coefficient value (D) was calculated by the following equation [49] :
where R is the gas constant (R = 8.314 J·K −1 ·mol −1 ), T is the temperature (T = 298 K), A is the effective contact area between the electrode and the electrolyte (A = π × 1 cm 2 /4 = 0.7854 cm 2 ), n is the number of electrons transferred per mole of the active material involved in the electrode reaction (n = 3), F is To better understand the reasons for the electrochemical performance of the 17 wt % LVO/PTPAn composite, EIS of the bare LVO sample and the 17 wt % LVO/PTPAn composite were measured and compared for electrochemical resistance, with the results shown in Figure 8 . The EIS showed a semicircle in the high frequency region, and a slop line at the low frequency, which were ascribed to the charge-transfer resistance (R ct ) and the Li + diffusion resistance in the electrodes (Z w ), respectively (Figure 8a ). The fitting R ct of the 17 wt % LVO/PTPAn composite was 425 Ω, which was much less than the LVO sample (767 Ω). It was evident that the PTPAn coating provided both an electronic and Li + ion pathway among the LVO particles, which significantly improved the charge and ionic transfer, consequently elevating the electrochemical performance of LVO sample. Figure 8b shows the line of fit for Z re vs. ω −1/2 , from which the slope (σ ω , Ω·s −1/2 ) could be attained, and the diffusion coefficient value (D) was calculated by the following equation [49] :
where R is the gas constant (R = 8.314 J·K −1 ·mol −1 ), T is the temperature (T = 298 K), A is the effective contact area between the electrode and the electrolyte (A = π × 1 cm 2 /4 = 0.7854 cm 2 ), n is the number of electrons transferred per mole of the active material involved in the electrode reaction (n = 3), F is Faraday's constant (F = 96500 C·mol −1 ), and C is the concentration of the Li + ion in the cathode calculated based on the crystallographic cell parameter of LVO (n Li + = (3/6.02 × 10 23 ) mol, V = 275.5 Å 3 , C = n Li + /V = 1.808 × 10 4 mol·m −3 ). The D Li + value of the bare LVO (σ ω = 91. 
Conclusions
LVO/PTPAn composites were prepared via an in situ oxidative polymerization route. Compared to the bare LVO sample, the 17 wt % LVO/PTPAn composite had the largest d100 spacing and exhibited the highest rechargeable capacity, better cycling behavior, and appropriate rate performance. The results revealed that the 17 wt % LVO/PTPAn composite provided a second reversible capacity of 293 mAh·g −1 and remained as high as 242 mAh·g −1 at the 100th cycle, at the current rate of 60 mA·g −1 . Even at the high current density of 240 mA·g −1 , the 17 wt % LVO/PTPAn composite gave an initial capacity of 247 mAh·g −1 and maintained 236 mAh·g −1 up to 50 cycles, which was attributed to low charge transfer resistance, quick Li + ions diffusion ability, and stable structural characteristics. It was suggested that PTPAn can act both as a conductor to promote the transport of electrons and Li + ions among LVO particles, and as a coating to improve structural stability. These results confirm that LVO composited with proper polymer could be an attractive means for building effective structures for high-performance RLB. 
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